

















Fitting the Push button

1. Remove the nut from the push button assembly then screw the plastic flush rods
into the push button.

Please note: These should be screwed in so that there is a 2 mm minimum gap between
the end of the rod and button (on the syphon)

2. Place the assembly through the hole in the cistern lid and fit the lid to the tank,
when the rods touch the syphon, measure the height ‘H’.

3. Remove the rubber sleeves (not included in all models), then unscrew the rods and
cut down by the dimension ‘H’, at the end that will touch the syphon.

4. Screw the rods back into the push button and refit the rubber sleeves, then fit the
nut and tighten, do not overtighten.

5. Place the push button through the hole in the cistern lid, ensuring to align the large
button with the full flush button on the syphon, operate several times to ensure
correct function.
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6. Once assembly is completed, turn on water supply, check for leaks and check flush
operation.

12



Troubleshooting

Please note: It is recommended to turn off the water supply via the stop valve before
carrying out any internal maintenance

Water continues to run into the toilet pan

Remove the cistern tank lid and determine if the water level reaches the overflow pipe on
the syphon; if it does, replace the inlet valve, if it doesn’t then replace the upper section of
the syphon.

Insufficient or too much water entering the cistern tank

Adjust the inlet valve by turning the adjustment screw, until the desired level is reached.

No flush operation when the push button is pressed

Remove the cistern tank lid and press the two buttons on top of the syphon. If the cistern
flushes ‘normal’, replace the push button or check that the rods have not been screwed
into the push button too far, (that they’re not reaching the buttons when pressed).

If the syphon does not flush when
these buttons are pressed, replace
the top section of the syphon
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Maintenance

Please note: Turn off the water supply and flush the toilet to drain away the water in the
tank, it is also recommended to have a bucket under the tank to catch draining water

Please note: Depending on the toilet design you may need to remove the toilet pan from
its location to access the inlet valve water supply nut and retaining nut

To replace the inlet valve

Disconnect the water supply from the inlet valve, then remove the inlet valve by
unscrewing the nut on the underside of the cistern tank and remove the cistern tank lid
and pull the inlet valve from the tank. Once replaced, ensure all seals are re-fitted.

To replace the syphon

This should only require the top section to be replaced. Grab the syphon and turn anti-
clockwise and then lift. Upon replacing, ensure that the syphon clicks back into position
and the flush buttons are aligned with the correct button on the syphon.

Cleaning

To maintain the surface finish of your product, wipe clean after every use, using a clean
damp cloth, a mild detergent mixture can be used. Do not use abrasive cleaning agents or
materials which can strip and scratch the surface; the use of these agents or materials can
invalidate your guarantee.
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